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206 RACING CLASS STRUCTURE

 Class Slide Height Racer
  Openings Measurement Tool

 .350 Cadet .310 Opening 7.8 mm drill blank (.307)
            .450 Novice .342 Opening ‘R’ drill blank (.339)
            Junior I .440 Opening 7/16th drill blank (.437)
 Junior II .520 Opening 33/64th drill blank (.516)

Briggs & Stratton Racing Class Structure

Class Age Weight (Pounds) Engine Package Technical Con�guration 

Novice / Cadet
.350 Restrictor

As per club supplemental  
regulations

LO206 Junior 
with carb lock

RLV pipe (#5507) 
Slide (#555728) 
4,100 RPM Rev Limiter 

Novice 
.450 Restrictor

As per club supplemental  
regulations

LO206 
with carb lock

RLV pipe (#5507) 
‘Purple’ slide (#555735)

Junior 1
.500 Restrictor

As per club supplemental  
regulation

LO206 
with carb lock

RLV pipe (#5507) 
‘Red’ Slide (#555733) 

Briggs & Stratton 206 
Junior

Per ASN Canada regulations LO206 
with carb lock

RLV pipe (#5507) 
‘Blue’ Slide (#555734) 

Briggs & Stratton 206 
Senior  

Per ASN Canada regulations LO206 RLV pipe (#5507) 
Stock slide (#555590)

Masters As per club supplemental  
regulations

LO206 RLV pipe (#5507) 
Stock Slide (#555590) 

BLUE SLIDE .520 Opening
Engine 
Speed 
(rpm)

Corr. 
Torque* 
(ft-lbs)

Corr. 
HP† 
(hp)

2000 8.42 3.21

2500 9.06 4.31

3000 9.39 5.36

3500 8.94 5.96

4000 8.19 6.24

4500 7.38 6.32

5000 6.62 6.31

5500 5.37 5.62

6000 4.96 5.67

6074 0.30 0.35

PURPLE SLIDE .342 Opening
Engine 
Speed 
(rpm)

Corr. 
Torque* 
(ft-lbs)

Corr. 
HP† 
(hp)

2011 6.93 2.65

2500 7.25 3.45

3000 6.84 3.91

3500 5.99 3.99

4000 5.09 3.87

4500 4.20 3.60

5000 3.50 3.33

RED SLIDE .440 Opening
Engine 
Speed 
(rpm)

Corr. 
Torque* 
(ft-lbs)

Corr. 
HP†

(hp)
2000 8.51 3.24

2500 8.77 4.17

3000 8.62 4.93

3500 7.88 5.25

4000 6.98 5.32

4500 6.10 5.23

5000 5.22 4.97

5500 4.54 4.75

6000 3.63 4.14

6082 0.32 0.37

† All power levels are stated gross horsepower 

per SAE J1940 as rated by Briggs & Stratton.

*All power levels are stated gross torque per SAE 

J1940 standard and used as reference only. 


